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GENERAL TOLERANCES UNLESS
OTHERWISE STATED:

LENGTH:
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   6
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ALL ANGLES:
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HOLES:     +0.3  -0.0
FOLDING:   +0.5  -0.5
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NOTES:

1. SEPTIC TANKS MANUFACTURED AND TESTED IN ACCORDANCE
WITH AS/NZS 1546.1:2008

2. AIR PUMP CAPACITY: 2 x 200L/min

3. GROWTH MEDIA TOTAL SURFACE AREA: 160m^2

A A

SECTION A-A

1900
2100

2425

PRIMARY SEPTIC CHAMBER
VOLUME: 5409 L

SECONDARY SEPTIC CHAMBER
VOLUME: 2728 L

PRIMARY TREATMENT CHAMBER
VOLUME: 3520 L

SECONDARY TREATMENT CHAMBER
VOLUME: 3435 L

MEDIA

MEDIA
MEDIA

ELECTRICAL BOX

IRRIGATION OUTLET

255~

SEPTIC TANK TREATMENT TANK

CLARIFICATION CHAMBER
VOLUME: 474 L

O 2540 O 2540

IRRIGATION CHAMBER
VOLUME: 474 L

2540O

450

75

B B

SECTION B-B

SECONDARY SEPTIC CHAMBER
VOLUME: 8348 L

VOLUME: 8348 L

BALANCE TANK AERATION TANK

SUBMERSIBLE PUMP


